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Executive Summary

Under the Safe Drinking Water Act Amendments of 1996, all states are required by the U.S. Environmental
Protection Agency to assess every source of public drinking water for its relative sensitivity to contaminants
regulated by the act. This assessment is based on a land use inventory of the designated assessment area and
sensitivity factors associated with the wells and aquifer characteristics.

This report, Source Water Assessment for the Marsh Valley JR & SR High School describes the public drinking
water system, the boundaries of the zones of water contribution, and the associated potential contaminant sources
located within these boundaries. his assessment should be used as a planning tool, taken into account with local
knowledge and concerns, to develop and implement appropriate protection measures for this source. The results
should not be used as an absolute measure of risk and they should not be used to undermine public
confidence in the water system.

The Marsh Valey JR & SR High School consists of an artesian well located next to the junior high school. The
water has small amounts of manganese, iron, and hydrogen sulfide that cause odor and taste problems. In 1998 the
school installed a treatment system as a means to remove the taste and odor, manganese, and iron from the water
system. Furthermore, silica sand enters the system from the well bore when the well is pumped at high rates. In
addition, two 6500-gallon water storage tanks were installed to help meet the peak demand during the day.

Total coliform bacteria were detected in the water sampling efforts of September 1999. The delineation capture
zones include a former underground storage tank site. In September 1998 the well recorded the detection of the
inorganic chemicals Barium, Fluoride, and Sodium. These chemicals appear to be naturally occurring and have been
detected in the past. None of these inorganic contaminants exceeded their Maximum Contaminant Levels. The fina
well ranking is high for microbial contamination and moderate for inorganic, volatile organic, and synthetic organic
contaminants.

For the Marsh Valey JR & SR High School, source water protection activities should focus on implementation of
practices aimed at keeping the distribution system free of microbial contaminants. Disinfection should be considered
if microbial problems arise and/or persist. The water system should also be aware of potential risks due to inorganic
contaminants from the nearby agricultural activities. Partnerships with state and local agencies should be established
to ensure future land uses are protective of groundwater quality. Due to the time involved with the movement of
ground water, source water protection activities should be aimed at long-term management strategies even though
these strategies may not yield results in the near term. Source water protection activities for agriculture should be
coordinated with the Idaho State Department of Agriculture, the Soil Conservation Commission, the Portneuf Soil
and Water Conservation District, and the Natural Resources Conservation Service.

This assessment should be used as a basis for determining appropriate new protection measures or re-evaluating
existing protection efforts. No matter what ranking a source receives, protection is always important. Whether the
source is currently located in a“ pristing” area or an area with numerous industrial and/or agricultural land uses that
require education and surveillance, the way to ensure good water quality in the future is to act now to protect
valuable water supply resources.

A community with a fully developed source water protection program will incorporate many strategies. For
assistance in developing protection strategies please contact the Pocatello Regional Office of the Idaho Department
of Environmental Quality or the Idaho Rural Water Association.



SOURCE WATER ASSESSMENT FOR MARSH VALLEY JR & SR HIGH SCHOOL, IDAHO

Section 1. Introduction - Basis for Assessment

The following sections contain information necessary to understand how and why this assessment was
conducted. It isimportant to review thisinformation to under sand what the ranking of this source
means. A map showing the delineated source water assessment area and the inventory of significant potentia
sources of contamination identified within that area are contained in thisreport. Theligt of Sgnificant potentid
contaminant source categories and their rankings used to develop this assessment is also attached.

Level of Accuracy and Purpose of the Assessment

The Idaho Department of Environmenta Quality (DEQ) is required by the U.S. Environmental Protection
Agency (EPA) to assess the over 2,900 public drinking water sources in Idaho for their relative susceptibility
to contaminants regulated by the Safe Drinking Water Act. This assessment is based on aland use inventory
of the delineated assessment area, sengtivity factors associated with the wells, and aquifer characterigtics. Al
assessments must be completed by May of 2003. The resources and time available to accomplish
assessments are limited.  Therefore, an in-depth, site-gpecific invedtigation to identify each sgnificant potentid
source of contamination for every public water syslem isnot possible. This assessment should be used as
a planning tool, taken into account with local knowledge and concer ns, to develop and implement
appropriate protection measuresfor thissource. Theresultsshould not be used as an absolute
measur e of risk and they should not be used to undermine public confidence in the water system.

The ultimate god of the assessment isto provide data to local communities to develop a protection strategy for
their drinking water supply syslem. DEQ recognizes that pollution prevention activities generaly require less
time and money to implement than treatment of a public water supply system once it has been contaminated.
DEQ encourages communities to balance resource protection with economic growth and development. The
decison as to the amount and types of information necessary to develop a source water protection program
should be determined by the local community based on its own needs and limitations. Wellhead or source
water protection is one facet of a comprehensive growth plan, and it can complement ongoing loca planning
efforts.



Section 2. Conducting the Assessment
General Description of the Source Water Quality

The Marsh Vdley R & SR High Schoal is a non-community non-trangient public drinking water system
serving approximately 700 students and faculty, located in Bannock County, north of the City of Arimo
(Figure 1). The public drinking water system for Marsh Valey R & SR High School is comprised of asingle
artesan well.

The water system is currently using afiltration system to remove odor and taste problems. Without the
filtration system, the primary water quality issues would be that of iron, hydrogen sulfide, and manganese that
causes odor and taste problems.  Although inorganic chemicals (I0C) have been detected in water samples,
they remain well below their published Maximum Contaminant Levels (MCLS)

Defining the Zones of Contribution--Delineation

The delinestion process establishes the physical area around awell that will become the foca point of the
assessment.  The process includes mapping the boundaries of the zone of contribution into time of travel zones
(zonesindicating the number of years necessary for a particle of water to reach a pumping well) for water in
the aquifer. Dr. John Welhan of the Idaho Geological Survey used andytical models approved by the EPA to
determine the 3-year (Zone 1B), 6-year (Zone 2), and 10-year (Zone 3) time of travel zone for the well.

In this Stuation, where insufficient information was available, the capture zones were ddlinested usng a
modified calculated fixed radius method. This method utilized assumed aquifer parameters for the mgor
aquifer typesin Idaho (Appendix F, 1daho Wellhead Protection Plan), in combination with well- specific
information where available, such aswdl dischargerate. Thisinformation was used in an anaytical model to
cdculate the radid time-of-travel distances for capture zone areas represented by fixed radii. Well-specific
information was derived from avariety of sources induding sanitary surveys, loca well logs, and operator
records. The actud data used by Dr. Welhan in determining the zone of contribution are available upon
request.

The aquifer, source area, and flow direction for thiswdll is unknown. The well could be pulling water from
either undifferentiated Quaternary sands and gravels or older Starlite and/or Sdlt Lake Formations. Recharge
IS primarily from precipitation and tributary valley underflow.

I dentifying Potential Sources of Contamination

A potentia source of contamination is defined as any facility or activity that stores, uses, or produces, asa
product or by-product, the contaminants regulated under the Safe Drinking Water Act and has a sufficient
likelihood of releasing such contaminants et levels that could pose a concern relative to drinking water sources.
The god of the inventory processis to locate and describe those facilities, land uses, and environmental
conditions that are potential sources of ground water contamination. Field surveys conducted by DEQ and
reviews of aavailable databases did not identify potential sources of contamination within the delinegtion

aress.



Figure 1 - Geographic Location of Marsh Valley Jr. & Sr. H.S.
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It isimportant to understand that a release may never occur from a potential source of contamination provided
best management practices are used at the facility. Many potentid sources of contamination are regulated at the
federa leved, sate leve, or both to reduce therisk of release. Therefore, when abusiness, facility, or property is
identified as a potentid contaminant source, this should not be interpreted to mean that this business, facility, or
property isin violaion of any locd, Sate, or federd environmenta law or regulation. What it does mean isthat
the potentid for contamination exists due to the nature of the business, industry, or operation. There are anumber
of methods that water systems can use to work cooperatively with potential sources of contamination, such as
educationd vists and ingpections of sored materids. Many owners of such facilities may not even be aware that
they are located near a public water supply well.

Contaminant Source Inventory Process

A contaminant inventory of the study areawas conducted during the spring and summer of 2000. Thisinvolved
Identifying and documenting potentia contaminant sources within the Marsh Valey JR & SR High School Source
Water Assessment Area through the use of computer databases and Geographic Information System (GIS) maps
developed by IDEQ.

The Marsh Vdley JR & SR School well has only one potential contaminant site within the delinested source water
aress (Figure 2). Thisste, located in the 10-year time of travel zone, conssted of two former underground tanks
located at the schoal’ s bus barn facility. The tanks were removed in August 1997. DEQ records indicate the
tank Steswere suitable for closure with no further action required. Contaminants of concern are primarily related
to petroleum fuels. Table 1 ligsthe potentia contaminants of concern, time of travel zones, and information
source. The dominant land use outside the area of the Marsh Vdley JR & SR High School isirrigated agricultura
land.

Tablel. Marsh Valley JR & SR High School, Potential Contaminant Inventory

SITE# Source Description TOT Zone | Source of Information Potential
(years) Contaminants
1 Former Ust site 6-10 Database Inventory VOC, SOC

10C =inorganic chemical, VOC = volatile organic chemical, SOC = synthetic or ganic chemical
TOT =Timeof travel (in years) for a potential contaminant to reach the wellhead



Figure 2- MARSH VALLEY JR & SR HS: Delineation Map and Potential Contaminant Source Location
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Section 3. Susceptibility Analyses

The susceptibility of the well to contamination was ranked as high, moderate, or low risk according to the
following congderations: hydrologic characteristics, physica integrity of the well, land use characteristics, and
potentialy significant contaminant sources. The susceptibility rankings are specific to a particular potentia
contaminant or category of contaminants. Therefore, a high susceptibility rating relative to one potentia
contaminant does not mean thet the water system is a the same risk for al other potentia contaminants. The
relative ranking thet is derived for the well is a quditative, screening-leve step that, in many cases, uses
generdized assumptions and best professiond judgement. The following summaries describe the rationae for the

susceptibility ranking.
Hydrologic Sensitivity

Hydrologic sengtivity was moderate for the well source (see Table 2). The soilsin the well source delinegtion are
considered to be in the poor to moderate drainage class. The well log indicates two distinct clay layers (30-55
feet and 65-95 feet), which could act as barriers and retard the vertical transport of contamination. The vadose
zone (zone from land surface to the water table) consigts of five feet of brown clay above six feet of peagrave.
The peagraved isunderlain by nine feet of coarse gravel in which ground water isfirst encountered.

Wdl Construction

Wl congruction directly affects the ability of the wells to protect the aquifer from contaminants. Lower scores
imply a system that can better protect the water. The well system construction score was moderate for the well
(Table2). A 1998 sanitary survey showed that the wellhead and sanitary sed were in compliance with DEQ
regulations. Thewell islocated outside the 100-year floodplain.

The Marsh Vdley JR & SR High School well was completed on August 6, 1974. Based on thewell log,
unconfined gravels and sand make up the top 30 feet while low permesble blue clays are dominant in the deeper
portions of the well zone. The completed well has atota depth of 150 feet below ground surface. The 16-inch
casing extends to 145 feet and crosses a 7-foot pea gravel zone that is bounded by blue clay. Thedriller’s report
indicates the 7-foot zone is producing the flowing artesan water. The well is perforated from 80 to 145 feet. A
cement grout surface sedl extends 18 feet into coarse gravel.

The well was given an additiona point because it does not meet current well construction standards.

The Idaho Department of Water Resources (IDWR) Well Construction Sandards Rules (1993) requiredl
public water systems (PWSs) follow DEQ standards aswell. IDAPA 58.01.08.550 requires that PWSs follow
the Recommended Standards for Water Works (1997) during construction. Various aspects of the standards
can be assessed from well logs. Table 1 of the Recommended Standards for Water Works (1997) states that
16-inch stedl casing requires athickness of 0.375 inches. The wdl uses 0.250-inch thick casing. The standards
date that screen will be installed and have openings based on Seve andlysis of the formation. Standard 3.2.4.1
requires all PWSs to have yield and drawdown tests that last “ 24 hours or until stabilized drawdown has
continued for Six hours at 1.5 times’ (Recommended Standards for Water Works, 1997) the design pumping
rate.



Potential Contaminant Source and Land Use

The school well rated moderate for inorganic chemicas (I0Cs) (i.e. nitrate, barium, sodium), and low for
synthetic organic chemicals (SOCs) (i.e. pesticides), volatile organic chemicas (VOCs) (i.e. petroleum products),
and microbia contaminants. Totd coliform bacteria were detected in the water sampling efforts of September
1999.

Final Susceptibility Rating

A detection above a drinking water stlandard Maximum Contaminant Level (MCL ), any detection of a\VVOC or
SOC, or adetection of total coliform or feca coliform will automaticaly give a high susceptibility rating to awell
despite the land use of the area because a pathway for contamination dready exigs. Inthis case, the find well
rankings were high for microbia contamination and moderate for the IOC, VOC, and SOC contaminants.

Table 2. Summary of Marsh Valley JR & SR High School Susceptibility Evaluation

Susceptibility Scores
Hydrologic Contaminant System Final Susceptibility Ranking
Sensitivity Inventory Construction
wadl IoC | voc | soc | Microbias IOC | vOC | SOC | Microbids
1 M M L L L M M M M H*

H = High Susceptibility, M = M oder ate Susceptibility, L = L ow Susceptibility

IOC =inorganic chemical, VOC = volatile organic chemical, SOC = synthetic organic chemical

H* = Indicates sour ce automatically scored as high susceptibility dueto presence of total coliform bacteriaor fecal coliform
bacteriain thefinished drinking water.

Susceptibility Summary

The water system is currently using afiltration system to remove the odor and taste problems. At thistime, the
system does not appear threatened by 10Cs, VOCs, or SOCs contaminants. However, it is possibly threstened
by microbid contaminants.

Section 4. Options for Source Water Protection

The susceptibility assessment should be used as a basis for determining appropriate new protection measures or
re-evauating existing protection efforts. No maitter what the susceptibility ranking a source receives, protection is
aways important. Whether the sourceis currently located in a“pristing’ areaor an areawith numerous industria
and/or agricultura land uses that require education and surveillance, the way to ensure good water qudlity in the
future isto act now to protect vauable water supply resources.

An effective source water protection program istailored to the particular loca source water protection area. A
community with afully developed source water protection program will incorporate many srategies. For the
Marsh Vdley R & SR High School, source water protection activities should focus on implementation of
practices aimed at keeping the ditribution system free of microbia contaminants. The system should consider



using disinfection if microbia problems arise and/or persist. The water system should aso be aware of potentia
risks due to inorganic contaminants from the nearby agriculturd activities. Any new businesses that employ
potentialy harmful chemicals should be monitored aswell. Partnerships with state and loca agriculturd agencies
should be established and are critica to success. Due to the time involved with the movement of ground water,
wellhead protection activities should be amed a long-term management strategies even though these strategies
may not yield resultsin the near term. Source water protection activities for agriculture should be coordinated
with the Idaho Department of Agriculture, the Soil Conservation Commission, the Portneuf Soil and Water
Consarvation Didtrict, and the Natural Resources Conservation Service.



Assistance

Public water supplies and others may call the following DEQ offices with questions about this assessment and
to request assistance with developing and implementing alocd protection plan. In addition, draft protection
plans may be submitted to the DEQ office for preiminary review and comments.

Pocatello Regiond DEQ Office (208) 236-6160

State IDEQ Office: (208) 373-0502

Websdite] http://www?2.stateid.us/deq

Water suppliers serving fewer than 10,000 persons may contact John Bokor, Idaho Rural Water Association,
at 1-800-962-3257 for assistance with wellhead protection Strategies.


http://www2.state.id.us/deq

POTENTIAL CONTAMINANT INVENTORY LIST OF ACRONYMSAND DEFINITIONS

AST (Aboveground Storage Tanks) — Siteswith
aboveground storage tanks.

Business Mailing List — Thisligt contains potentid contaminant
stesidentified through aydlow pages databese search of standard
industry codes (SIC).

CERCLIS — Thisincludes sites consdered for listing under the
Comprehensive Environmental Response Compensation and
Liability Act (CERCLA). CERCLA, more commonly known as
ASupefund@is designed to clean up hazardous waste Sites that
areon the nationd priority list (NPL).

Cyanide Site — DEQ pemitted and known higtorica
stesffacilities usng cyanide.

Dairy — Sites included in the primary contaminant source
inventory epresent those facilities regulated by Idaho State

Department of Agriculture (ISDA) and may rangefrom afew heed
to severd thousand head of milking cows.

Deep I njection Well — Injection wellsregulated under the Idaho
Department of Water Resources generdly for the disposa of
stormwater runoff or agricultura field drainage.

Enhanced Inventory — Enhanced inventory locations are
potentia contaminant source sites added by the water system.
These can include new stes not captured during the primary
contaminant inventory, or corrected locations for sites not
properly located during the primary contaminant inventory.
Enhanced inventory sites can dso include miscdllaneous sStes
added by the Idaho Department of Environmenta Qudity (IDEQ)
during the primary contaminant inventory.

Floodplain— Thisis acoverage of the 100-year floodplains.
Group 1 Sites — These are Sites that show eeveted levels of
contaminants and are not within the priority one aress.

I norganic Priority Area— Priority one areas where gregter than
25% of the wells/springs show congtituents higher than primary
standards or other health standards.

L andfill — Aress of open and closed municipa and nonmunidpel
landfills.

LUST (Lesking Underground Storage Tank) — Potentia
contaminant urce Stes associated with lesking underground
storage tanks as regulated under RCRA.

Mines and Quar ries— Minesand quarries permitted through the
Idaho Department of Lands.)

Nitrate Priority Area — Area where grester than 25% of
wellg/springs show nitrate values above 5mg/l.

NPDES (National Pollutant Discharge Elimination System)
— Steswith NPDES permits. The Clean Water Act requires that
any discharge of apollutant to waters of the United Statesfroma
point source must be authorized by an NPDES permit.

Oraganic Priority Areas— Theseareany aeeswheregregter then
25 % of wellg'springs show levels greater than 1% of the primary
gtandard or other health standards.

Recharge Paint — Thisincludes active, proposed, and possible
recharge sites on the Sneke River Plain.

RICRIS — Site regulated under Resource Conservation
Recovery Ad (RCRA). RCRA iscommonly associated with the

cradle to grave management gpproach for generation, storage, and
disposd of hazardous wastes.

SARA Tier 11 (Superfund Amendmentsand Reauthorization
Act Tier |l Facilities) — These stes store certain types and
amounts of hazardous materids and must be identified under the
Community Right to Know Act.

Toxic Release Inventory (TRI) — Thetoxic rdesseinventory list
was developed as part of the Emergency Planning and Community
Right to Know (Community Right to Know) Act passed in 1986.
The Community Right to Know Act requires the reporting of any
release of achemicd found onthe TRI ligt.

UST (Underground Storage Tank) — Potential contaminant
source sites associated with underground storage tanks regulated
asregulated under RCRA.

Wagewater Land Applications Sites— These are areaswhere
the land gpplication of municipa or industrial wastewater is
permitted by IDEQ.

Wellheads — These are drinking water well locations regulated
under the Safe Drinking Water Act. They are not treated as
potential contaminant sources.

NOTE: Many of the potentia contaminant sources were located
using a geocoding program where mailing addresses are used to
locate a facility. Field verification of potentid contaminant
sourcesis an important element of an enhanced inventory.
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Thefind scoresfor the susceptibility andyss were determined using the following formulas:

1) VOC/SOC/10C Find Score = Hydrologic Sengtivity + System Construction + (Potentia
Contaminant/Land Use x 0.2)

2) 2) Microbid Find Score = Hydrologic Sensitivity + System Congtruction + (Potential Contaminant/Land
Use x 0.35)

Find Susceptibility Scoring:
0-5 Low Susceptibility
6 - 12 Moderate Susceptibility

313 High Suscentibility

14



G ound Water Susceptibility Report Public Water System Nane :

MARSH VALLEY JR & SR H GH SCHOCL Vel # : WL
Publ ic Water System Nunber 6030036 8/28/00 11:01:14 AM
1. System Construction SCCRE
Drill Date 8/ 26/ 74
Driller Log Available YES
Sanitary Survey (if yes, indicate date of |ast survey) YES 1998
Wl | neets | DWR construction standards NO 1
Wl | head and surface seal naintained YES 0
Casing and annul ar seal extend to | ow perneability unit NO 2
H ghest production 100 feet below static water |evel YES 0
Vel | |ocated outside the 100 year flood plain YES 0
Total System Construction Score 3
2. Hydrologic Sensitivity
Soils are poorly to noderately drained YES 0
Vadose zone conposed of gravel, fractured rock or unknown YES 1
Depth to first water > 300 feet NO 1
Aquitard present with > 50 feet cunul ative thickness YES 0
Total Hydrol ogic Score 2
(Je ol vVoC SCC M cr obi al
3. Potential Contaminant / Land Use - ZONE 1A Score Score Score Score
Land Use Zone 1A | RRI GATED CRCPLAND 2 2 2 2
Farm chem cal use hi gh NO 0 0 0
ICC, VOC, SOC, or Mcrobial sources in Zone 1A YES NO NO NO YES
Total Potential Contam nant Source/lLand Use Score - Zone 1A 2 2 2 2
Potential Contanminant / Land Use - ZONE 1B
Cont ani nant sources present (Nunber of Sources) NO 0 0 0 0
(Score = # Sources X 2 ) 8 Points Maxi num 0 0 0 0
Sources of Aass |l or Ill |eacheabl e contam nants or YES 2 0 0
4 Points Maxi num 2 0 0
Zone 1B contains or intercepts a GQoup 1 Area NO 0 0 0 0
Land use Zone 1B 25 to 50% I rrigated Agricul tural Land 2 2 2 2
Total Potential Contami nant Source / Land Use Score - Zone 1B 4 2 2 2
Potential Contamnant / Land Use - ZONE |
Cont ami nant Sour ces Present NO 0 0 0
Sources of Aass |l or Ill |eacheabl e contam nants or YES 1 0 0
Land Use Zone || Qeater Than 50% I rrigated Agricul tural Land 2 2 2

Potential Contam nant Source / Land Use Score - Zone || 3 2 2 0



Potential Contami nant / Land Use - ZONE |11

Cont anmi nant Sour ce Present YES 0 1 1

Sources of Aass |l or Ill |eacheabl e contam nants or YES 1 1 1

Is there irrigated agricultural |ands that occupy > 50% of YES 1 1 1
Total Potential Contanminant Source / Land Use Score - Zone |11 2 3 3 0
Qunul ative Potential Contam nant / Land Use Score 11 9 9 4
4. Final Susceptibility Source Score 7 7 7 7
5. Final Wll Ranking Mbderate  Moderate Moder at e H gh

16
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